Slipper ptfe Composite seals |UltraLight Slipper

groove

T
L

Slipper composite seals, ultra light for piston and rod application
Little encumbrance Slipper composite seals to fit O-Ring grooves
Groove dimensions could match with your pre-existent grooves (subject to approval)

fit in O-Rings grooves low wear

static and dynamic applications (dynamic only in closed grooves

non demanding applications) high temperature withstanding

extrusion resistance allows the dynamic use of rubber compounds
low friction originally suitable for static applications only

HD Slippers srl Via Artigiano 10 40037 SASSO MARCONI BO ITALY Tel. 0039 051840179 Fax 0039 051840243 P.IVA 00607271202



SEAT

Slipper Ultra Light - Piston sealing: Standard Groove Dimensions

Housing
Class

ULP1
ULP2
ULP3
ULP4
ULP5

profile code: UltraLight

bore 100

housing class ULP4

O-Ring
cross section

1,78
2,62
SE58)
5888
6,99

materials: Neuflon 031 O-Ring NBR

suggested range

8-13
15-24
25-45

46-120
121-400

A

H7

Slipper Ultra Light - Rod sealing: Standard Groove Dimensions

Housing
Class

ULC1
ULC2
ULC3
ULC4
ULC5

profile code UltraLight

rod 50

housing class ULC4

O-Ring
cross section

1,78
2,62
SE58
5,38
6,99

materials: Neuflon 031 O-Ring NBR

A
rod diameter

suggested range

4-8
9-18
19-36
37-115
116-400

bore diameter

possibile range

8-100
15-250
20-400
30-400

121-400

Coding example

Slipper UltraLight 100 ULP4 N-031 NBR

possible range

4-100
8-250
10-400
38-400
116-400

Coding example
Slipper UltraLight 050 ULC4 N-031 NBR

F
groove diameter

ho
A-29
A-45
A-62
A-94
A-122

F
groove diameter

H9
A+29
A+45
A+6,2
A+94

A+12.2
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L
groove

H12
24
3,6
4,8
71
OIS

L
groove

H12
2,4
3,6
4,8
7.1

915

R

0,4
0,6
0,8

1,5

0,4
0,6
0,8

1,5

min

1,2
2,2
2,6
5,6
8,2

min

1,2
2,2
2,6
5,6
8,2

G*

max. radial gap

0,15
0,2
0,2

0,25
0,3

G*

max. radial gap

0,15
0,2
0,2

0,25
0,3






