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HEAWT DUTY SEALS

Guarnizioni in elastomero |Tenuta pistone P07 Idraulica
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Materiale: P95-R198.

Pressione max. 400 bar.

Temp. di esercizio: -35 +110 °C.
Max. velocita' 0.5 m/sec.

HD Slippers srl Via Artigiano 10 40037 SASSO MARCONI BO ITALY Tel. 0039 051840179 Fax 0039 051840243 P.IVA 00607271202



A

HEAWT DUTY SEALS

SEDI

D H9
alesaggio

16
20
24
28
32
32
35
40
40
50
52
60
63
70
75
80
100

h9

12
16
20
24
25
25
28
33
40
42
50
53
60
63
70
85

D H9
alesaggio

15-40
16 - 60
50 - 120
50 - 130
50 - 150
50 - 160
100 - 200
100 - 230
100 - 250
180 - 400
220 - 600
300 - 900

5.7
5.7
5.7

5.7

7.3
10

7.3
7.3
7.3
7.3
12
8.7
6.7
11.4

L +0.25

12.5

ULTERIORI DIMENSIONI
CON SEZIONE STANDARD
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ulteriori dimensioni a richiesta

codice

P07 016x008x06.3 P95-R198
P07 020x012x06.3 P95-R198
P07 024x016x06.3 P95-R198
P07 028x020x08.0 P95-R198
P07 032x025x06.3 P95-R198
P07 032x025x05.6 P95-R198
P07 035x025x08.0 P95-R198
P07 040x028x11.0 P95-R198
P07 040x033x09.0 P95-R198
P07 050x040x08.0 P95-R198
P07 052x042x08.0 P95-R198
P07 060x050x08.0 P95-R198
P07 063x053x08.0 P95-R198
P07 070x060x13.0 P95-R198
P07 075x063x09.5 P95-R198
P07 080x070x07.5 P95-R198
P07 100x085x12.5 P95-R198
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